. PRONIOT E-ULli.ETIN PREMIX JOINT CCMPOUND BULLETIN NO:  J-6903
W DE‘.Y‘.'.'_.»'LLL ACCESE0ORY DUAL-FPURPOSE DATE: 7-8-75
. s PROCUCTS { NON-ASBESTOS ) PAGE: lof 2
APPROVALS: PRODICING PLANT: CANCELS: J-6903
o : SEATTLE . DATE: 4=23-74
\ I.-v-
BULLSTIN " DESCRIPTION g POUNDS~"| GALLONS
' el
165 \ Croand Baw Gypsum 47, 37/ ,.»"‘1/2800
489 \ulasmnite 23,36 200 !,
- 1
P
251 @ f 2,52 150
247 Mica S \ 2,52 150
052 Attapulmte Cls\ // 2.52 150
442 Tale /2\ : 1.68 100
245 Cellosize 4,00-H \ 0.34 20
4200 Keltos \& \o. 13 8
453 Pre{efvative - Dowieil 75 o3 8
470 PVAc Emulsion (5.81% on solids) 6.19\\ 368 40
457 / Nopeo NXZ {defoamer) 0.30 \]:8
Water - start 30,43 18;}\ 217
/ Water - adjust to std. viscosity 2,81 167 ‘ 20
’ r
( TOTAL 100,00 5949
MANUFACTURING INSTRUCTIONS: "
1. See-Process Bulletin J-2.
2. Dry blend all powder materials 8 minutes,
3. For PMG add 4 lbs. Yellow Oxide per bateh (Bulletin FM-J-190).
4. For summer conditions add & gallons Ethylene Clycol per batch.
QUALITY CONTROL:
TM=1 Viscosity, Vieat, 150 gm eyl @ 5 sec. 17 - 20 mm
TM-14 Viscosity, Brookfield, cps. 375,000 to 425,00
TM=3 Tspe Bond 9 - 10
™-6 Application No lumps
TM-~7 Workability Egqual to Standard
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PRODUCT BULLETIN PREMiX JOINT 'COMPOUND BULLETEN NQ: J=6303
DRYWALL ACCESSORY DUAL-FURPOSE DATE: 7-8-75
_ PRODUCTS ( NON-ASBESTOS ) PAGE: 20f 2
APPROVALS PRODUCING PLANT: CANCELS: J-6903
o - * SEATTLE DATE:. 4=23-74
- PRODUCT SPECIFICATIONS:
Test Method _ '
T™-1 Viscosi{.y, cylinder, 150 gm @ 5 ‘sec., 17 to 20 mm
TM~1A Viscosity, Brookfield, (eps) . 375,000 to 425,000
: m—2 pH (Beckman meter) - 8,0 to B.5
TM-3 Bond @ 70°F & 40-7C% R,H, 9 = 10
@48°F&70%RH 0-1
™-5 Open Tlme @ 65-—80°Fo(1mnutes) l5Imininmm
- @ 100-110°F (mmut.es) 4 minimum
. TN-6 Application ' _ No .lum'ps
TM~7 Workability (hand or Ames tools) Equal to Standard
. T™=9 Shrinkage {cup method) |
™-10 Edge Cracking Test None‘
| TM-12  Grit (total) 0.05% maximum, ALl
, . passing 80 mesh,
T™™-1 Voids Equal to Standard
] . .
T™M~18 Water Resistance (niinutes) 3 _minimum
TM-39 .  Paintability Test

Equal to Standax;d
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